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Warning! This symbol indicates important information related to safety. Follow these 
instructions carefully. 

 

   

 

Read User Manual before use! It is important to fully understand the content of the user 
manual before attempting to use the equipment. 
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Intended use 
 

Head support 10-330 is intended for use in examination and treatment of the airways with a 

bronchoscope. The head support can also be used when examining the esophagus, mouth of the 

stomach and stomach. The patient should then be positioned in the supine position. 

 

Description 
 

The head support can be raised/lowered with a knob on the right side and the head plate can be 

angled up and down with a knob on the rear edge of the plate. The headrest attachment can be 

adapted to most operating tables on the market. The bracket can be adjusted to fit different 

thicknesses of mattresses and angled sideways. 

 

Safety regulation 
 

Service and preventive maintenance must be carried out by authorized personnel and according to 

prescribed intervals. 

A functional check must always be carried out before use with a patient. 

When the locking lever for raising the main plate is released, the main plate must always be supported 

with the other hand to prevent the plate from being lowered uncontrollably. Uncontrolled lowering 

can cause crushing injuries to personnel if hands or fingers are in the risk area. When adjusting the 

angle of the headrest, responsible personnel must ensure that no hands or fingers are in the risk area. 

The headrest is designed for a maximum working load of 15kg. To contain the applicable safety factor 

according to the European standards EN60601-1 and EN 60601-2-46, this workload must not be 

exceeded. Overloading can damage the head support and pose an accident risk to the patient. A 

maximum workload of 15kg corresponds to a patient weight of 200kg. 

Responsible personnel must ensure that the headrest is securely attached to the operating table 

before use with a patient. 

The head support must not be used as a driving handle when moving the operating table. 

If the locking key that locks the horizontal rotation of the headrest is loosened when the operating 

table is tilted in any direction, the headplate must be held in position by some other means to 

prevent it from rotating. 
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User instruction 
 

Installation 
 

When unpacking, check that the head support is undamaged and that all accessories are included 

according to the delivery note. Check that there are no loose parts in the package. The packaging 

consists of corrugated cardboard and plastic and can be recycled in accordance with local 

regulations. 

The attachment of this headrest can be adapted to most operating tables on the market, either 

directly or with an adapter. Both the angling and raising/lowering of the main plate are done with 

screws that are self-locking, and the movements do not need to be locked. 
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Maintenance 
 

Service and all types of repairs may only be carried out by personnel trained for the purpose. 

Modification of any part of the construction without the written permission of the manufacturer is 

strictly prohibited. Violation may be punished. 

 

Cleaning 
 

Clean with antiseptic detergent with pH 6 – 8 and warm water. Ethanol can be used on metal surfaces. 

Wipe dry with soft cloth. Do not use strong acidic or alkaline detergent. 

 

Control  
 

Before using it with the patient, check that there is no damage that could cause malfunction or increase 

risks during use. Check that the pillow has no damage where dirt can collect and cause infections. A 

damaged cushion must be replaced. 

 

Annual service 
 

Twice a year the head support must undergo a thorough cleaning. Moving parts and hinges must be 

lubricated with waterproof grease. Locking functions must be carefully checked and, if necessary, 

adjusted. 
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Spare parts – Head plate 
 

 

 

 Description Pcs Part no. 

1. Head plate 1 12019 
2. Bearing bracket 1 12028 
3. Bearing bracket 1 12029 
4. Joint 2 12035 
5. Screw MF6S 5x20 A2 8 - 
6. Bearing 10x16x20 bronze 1 - 
7. Spacer DB 10x16x1 2 - 
8. Adjusting screw 1 12042 
9. Set screw MSK6SS 5x6 A2 2 - 

10. Wheel WN 522 D80 1 - 
11. Washer BRB 10,2x20x2 nylon 1 - 
12. Washer TBRB 8,4x16x3 FZ 1 - 
13. Screw MF6S 5x12 A2 2 - 
14. Flange bearing 14x16x12 1 - 
15. Support ring 1 10729 
16. Washer 1 10003 
17. Nut 1 12038 
18. Lift screw 1 12043 
19. Bushing 4 12045 
20. Screw K6S M6x20 A2 2 - 
21. Link fork 1 12041 
22. Bushing 1 12045-1 
23. Screw K6S M6x12 A2 3 - 
24. Link 1 12032 
25. Screw MF6S 6x12 A2 2 - 
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Spare parts - Gearbox 
 

 

 

 Description Pcs Part no. 

1. Gearbox 1 12013 

2. 
Flange bearing 18x24x30 
bronze 

2 - 

3. Flange bearing 16x18/24x12 2 - 
4. Crankshaft sleeve 1 12018 
5. Flange bearing 14x16/22x12 2 - 
6. Bevel gear 1 12023 
7. Screw MC6S M5x12 A2 4 - 
8. Crankshaft 1 12024 
9. Pin CP Ø6h6x16 1 - 

10. Washer 2 10004 
11. Screw MF6S M6x12 A2 2 - 
12. Gear nylon 1 12022 
13. Support ring 1 12025 
14. Spacer 1 12026 
15. Washer BRB 14x22x2 nylon 1 - 
16. Wheel WN 522 D130 1 - 
17. Cover fitting 4 12016 
18. Lid 1 12017-1 
19. Guide for fitting 1 12044 
20. Screw MK6S M6x20 4 - 
21. Screw MK6S M5x10 A2 8 - 
22. Cover 1 12017 
23. Nut M6M8 A2 1 - 
24. Locking lever 1 12053 
25. Spacer 1 12052 
26. Set screw MSK6SS M6x8 A2 1 - 
27. Operating table fitting 1 12049 
28. Stop ring 1 12050 
29. Set screw MSK6SS M5x4 A2 2 - 
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Technical specification 
 

Dimension (L x W x H) 
 

510 x 220 x 415 mm 

Weight  
 

5,5 kg 

Maximum work load 
 

15 kg, in even distribution, corresponding to a patient weight of 200 kg, 
according to EN 60601-1 and EN 60601-2 
 

Material 
 

Stainless steel 
Aluminum 
Bakelite 

  
UDI-DI 07350111831318 
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